
Timber facia

15mm Fermacell
18mm OSB3
38 x 89 CLS Top plates

Western Red Cedar Cladding
25 x 38 Treated Batten
Breather Membrane
11mm spacer
11mm OSB3 Sheathing
38 x 89 CLS Studs @ 612mm spacing
38 x 63 CLS Rails (6)

18mm OSB2

Timber Utlity Rail

10mm Fermacell

38 x 89 CLS Base plate
47 x 100 Treated Sole plate
Slate Upstand
DPM turned up behind upstand

Concrete Floor slab 150mm
Foundation 300mm wide @ 475mm deep

Roofing membrane

I-Beam 45 x 240

100mm Rockwool

Trianglular fillet

Solid hardwood door
44mm thick

Cladding Structure
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Back

2.95 m

2.72 m

Cement Board replaces Cedar on Rear wall

Floor - 18mm OSB on grid of
18mm OSB vertical supports

Lintel 45mm x 240mm LVL Beam 6m

Mass Wall - 400mm wide 780mm high
set 470mm below ground.

Needed to retain soil level 300mm higher
on other side of the boundary fence.

Foundations - 300mm wide 320mm thick
set 470mm deep.

Floor slab 150mm thick
over full footprint.

Dividing wall - sits on masonry stub wall
to provide separation of Garage and store.

Garage Structure

170mm Rockwool

Roof ventilation - 10mm high slot under facia for full width of garage - front & back.

Full structural calculations will be provided.
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